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CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD,
LOS ANGELES REGION
|

ORDER NO. 95-151
AMENDED WASTE DISCHARGE REQUIREMENTS
FOR
AZUSA LAND RECLAMATION COMPANY
AZUSA LAND RECLAMATION LANDFILL
(File No. 59-16)2)

The California Regional Water Quallty Control Board Los Angeles Region (Regional Board),

finds:

g . ‘

1.

Azusa Land Reclamation Cbmpany, Inc. (hereinafter ALRC), owned by American Sheds,
Inc., a su’osudlary of Browning-Ferris Industries, Inc., discharges municipal solid waste
(MSW) and inert wastes at the 302-acre Azusa Land Reclamatlon (Azusa) Landfill, 1201

. Gladstone Street, Azusa (Figure 1), under waste discharge requirements contained in this

Board's Order Nos. 86-59 and 88-133 (as modified by State Board Order Nos. WQ 91-01
and WQ 91-09), adopted on July 26, 1986, and November 28, 1988, respectively.

Azusa Landfill consists of three areas: ‘

A. An 80-acre unlined portion containing municipal solid wastes,

B. A 22-acre lined portion containing mosﬂy inert waste, and

C. A 200-acre, partially undeveloped areé with an active sand and gravel quarry
operation. |

Azusa Landfill is located in the NE 1/4 of S4, T1S, R10W, San Bernardino Base &
Meridian. Its latitude and longitude are 34° 6' 51" and 117° 5§5' 23", respectively.

Azusa Landfill is located in an active sand and gravel quarry overlying a major drinking
water aquifer in the Main San Gabriel Valley Ground Water Basin in the Los Angeles-San
Gabriel Hydrologic Area. The material beneath the landfill consists of scattered silt beds,
and coarse-grained sands and gravel that can readily transmit liquid and gaseous

pollutants from the landfill directly into the gro?nd water.

The beneficial uses of the Main San Gabrielctalley Ground Water Basin are municipal
supply, agricultural supply, and industrial process and service supply.

From November 28, 1988, until February 22, 15991, ALRC accepted MSW in the 80-acre
unlined portion of the landfill under Regional Board Order No. 88-133.
| .

amounts of wood removed from construction and demolition debris, and disposed only
inert waste beyond the 80-acre portion of the landfill pursuant to State Board Order No.
WQ 91-01. State Board Order No. WQ 91-09 ﬁaddressing a proposed expansion beyond

On February 22, 1991, ALRC stopped accerting MSW, with the exception of minor

j October 13, 1995
1 Revised October 30, 1995
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the original 80-acre portion) directs the Regional Board to consider what additional
measures are appropriate to regulate the existing landfill.

implemented Federal requirements found in 40 CFR, Parts 257 and 258, commonly known
as Subtitle D, concerning siting, construction, operation, water quality monitoring, and
closure for all MSW landfills in this Region, including Azusa Landfill. Order No. 93-062
granted interim Class Il status to Azusa Landfill and provides in part that all MSW landfills
that "..-have not been reclassified under 23 CCR § -2510 (d,e), 2530 (b), and 2591

On September 27, 1993, this Regional Bolrd adopted Order No. 93-062 which

(€).. shall submit a revised report of waste discharge by October 9, 1994,...that provides

all infformation necessary for the Regional Board to reclassify the landfill..."

On May 19, 1994, ALRC resumed disposal of MSW from outside sources in the 80-acre
unlined-portion of the landfill. ALRC determined that State Board Order Nos. WQ 91-01
and WQ 91-09 did not preclude MSW disposal in the 80-acre unlined portion. In addition,
ALRC determined that, based on revised surveying for the final closure configuration, and
settlement of existing waste, an additional 3.2 mijllion tons of capacity remained within the
80-acre unlined portion. This represented approximately six more years of MSW disposal

" Main San Gabriel Ground Water Basin.

in this area.

On October 7, 1994, ALRC filed a report of waite discharge (ROWD) with this Regional

Board, pursuant to direction from the State Bo
disposal of MSW at their 302-acre facility, inclu

On January 10, 1985, U.S. EPA notified ALRC
party for the Baldwin Park Operable Unit of the
based on the presence of the semi-volatile organ
dichlorobenzene, and chlorobenzene, detected
gas condensate and leachate extracted from th

rd and Order 93-062, for the continued
ding the 80-acre unlined portion.

that they were a potentially responsible
San Gabriel Valley Superfund Cleanup,
c compounds 1,2 -dichlorobenzene, 1,4 -
in downgradient monitoring wells and in
e 80-acre unlined portion of the landfill.

Regional Board staff conducted a review of data from ground water monitoring wells at
the Azusa Landfill, and in the area surrounding tEe landfill, and the data indicated that the
landfill is a contributing source of pollutants (including 1,2-dichlorobenzene, 1,4-

dichlorobenzene, and chlorobenzene) that could

On February 28, 1995, the Executive Officer of t
Abatement Order (CAO) No. 95-022 to ALR
evaluation monitoring program pursuant to Ti
Division 3, Chapter 15 (Chapter 15) Article 5,
determine the nature and extent of any pollutan

adversely affect the beneficial uses of the

his Regional Board issued Cleanup and
C, requiring the implementation of an
tle 23, California Code of Regulations,
Sections 2550.1 (a)(3) and 2550.9, to
t release from the Azusa Landfill.
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14.

15.

16.

At a public hearing held on April 3, 1995, this Regional Board directed ALRC to prepare
a list of engineered alternatives necessary to meet the siting requirements of Chapter 15,
and reaffirmed CAO No. 95-022. The Regional Board further directed staff to prepare
amended waste discharge requirements based on new information to be generated by
ALRC during the six-month period following the April 3, 1995, hearing.

As a result of the direction received from the Regional Board, staff met weekly or biweekly
from April'6, 1995, to September 7, 1995, with representatives from ALRC, the Azusa
Landfill Task Force (Main San Gabriel Basin Watermaster, Metropolitan Water District of
Southern California, Upper San Gabriel Valley Municipal Water District, San Gabriel Valley
Municipal Water District, and Three Valleys Municipal Water District; all were represented
primarily by Stetson Engineers) and the California Department of Health Services, Division
of Drinking Water and Environmental Management. The purpose of these meetings was
to guide and discuss results of ongoing data collection from the evaluation monitoring
program required by CAO No. 95-022, and engineered alternatives proposed by ALRC to
meet the siting requirements of Chapter 15.

On September 7, 1995, ALRC submitted the final results from their extensive six-month
study to determine the nature and extent of pollutant release from the Azusa Landfill, and
submitted a list of engineered alternatives to the prescriptive Chapter 15 siting
requirements of a single clay liner with permeability of 1 x 10® cm/sec or less.-

Data and information received from ALRC, U.S. EPA, and the Azusa Landfill Task Force,
indicate the following:

A. 7 Gas produced by the Azusa Landfill has affected ground water 1,200 feet from the
southern boundary of the landfill. At that location, 1,4-dichlorobenzene has . been
detected at 35 pg/L, seven times the allowable concentration of 5§ pg/L for that
pollutant in drinking water. In addition, methane, and two other semi-volatile
compounds, found in Azusa landfill leachate, condensate and gas, were also
detected at this location;

B. Pollutant releases from the landfill to the vadose zone and the ground water have
not yet been fully determined due to the limited number of locations that have
been sampled.

C. Based on available data, it is unclear whether or not there has been leakage of
liquids from the landfill;

D. The U.S. EPA well (MWS5-3), located approximately.2,000 feet southwest of the
landfill, has detected chemicals in the ground water, at concentrations elevated
above background levels, for chemicals typically found in landfill leachate.
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18.

E. Analyses of water quality data from ba kground and compliance monitoring wells
indicate statistically significant increases in a number of chemicals which could be
attributable to landfill leachate. |

ALRC has proposed the following engineered alhematives to remediate gas migration from

the landfill and contain landfill liquids: !

A enhanced gas collection - installation df 20 additional gas extraction wells;
~B.  enhanced liquid removal - installation oﬁ 41 additional liquid extraction welis:
C. "expanded vadose zone and ground water monitoring - installation of seven

-additional niested gas momtonng prob s and one additional upgradient ground
water monitoring well;

The existing gas collection system has been effecttve in controlling migration within the
waste mass where it has been installed. In those portions where a gas collection system
does not exist (the deeper portions of the landfill), there is evidence of gas migration from
the landfill. Based upon substantial data concerning the effectiveness of the existing gas
collection system, it is reasonable to conclude that extension of the existing gas collection
system to the deepest portions of the waste mass, and enhanced liquid removal, could
result in control of deep gas migration, and possible liquid leakage, sufficient to achieve
compliance with Chapter 15 containment requi\rements by December 31, 1997.

Applicable Sections of Chapter 15 concermmg siting requirements and constructlon
standards for containment structures for Class\ Il landfills are as follows:

- Section 2533(b)(1), states in part tha , "Class Ill landfills...shall be sited where
soil characteristics, distance from waste to ground water, and other factors will
ensure no impairment of beneficial uses of surface water or of ground water
beneath or adjacent to the landfill."

- Azusa Landfill overlies a major drinking water aquifer in highly
permeable sands and gravel that provide a direct pathway for
landfill pollutants to move to ground water. This is clearly in conflict
with Section 2533(b)(1).

- Section 2533(b)(2) further states, 'Where consideration of the factors in
Subsection (b)(1) of this section indicates that site characteristics alone do not
ensure protection of ground water or surface water, Class Ill landfills shall be
required to have a single clay liner with permeability of 1 x 10® cm/sec or less."

- The 80-acre portion of the landfill currently accepting MSW does
not have such a liner, or an equivalent thereto.
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20.

21.

22.

- Section 2510(b) states, "Unless otherwise specified, alternatives to construction
or prescriptive standards contained in this subchapter may be considered.
Alternatives shall only be approved where the discharger demonstrates that:

1) The construct:on or prescriptive standard is not feasible as provided in
Subsecfion (c) of this section, and

2) There is a specific engineered alternative that (A) is consistent with the
performance goal addressed by the particular construction or prescriptive
standard, and (B) affords equlvalent protection against water quality
impairthent.-
- The three engmeered altergat_wes “proposed by ALRC
(Finding 15) have not yet demonstrated equivalency to the
performance goal for Class il landfills

- Section 2540(c) states, "Class lil landfills shall have containment structures which
are capable of preventing degradation of waters of the state as a result of waste
discharges to the landfills if site characteristics are inadequate.”

- Containment features currently in place at Azusa Landfill (primarily
gas extraction) have not prevented degradation of ground water,
nor are the current features capable of doing so.

Substantial data, including fate and transport modeling, supports the conclusion that
effective operation of an expanded deep gas control system would likely achieve
compliance with Chapter 15 §2540(c), and with Basin Plan objectives establishing water
quality protection standards. Deep gas extraction measures will be implemented in a
revised Cleanup and Abatement Order No. 95-22.

Azusa Landfill overlies ground water in the Main San Gabriel Valley Ground Water Basin
in the Los Angeles-San Gabriel Hydrologic Area.

Continued landfilling in the 80-acre unlined portion of the landfill will increase the amount
of waste in this area by approximately 20%. While such disposal will generate landfill
gases and leachate, this should be effectively controlled by the mstallatlon of additional
gas and liquid extraction wells.

The Regional Board adopted a revised Water Quality Control Plan for the Los Angeles
Region on June 13, 1994. This Water Quality Control Plan contains water quality
objectives and beneficial uses for ground water within the Main San Gabriel Valley Ground
Water Basin. The requirements. contained in this Order, as they are met, will be in
conformance with the goals of the Water Quality Control Plan.
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23.  This discharge is exempt from the provisions of Chapter 3 (commencing with Section
21100) of Division 13 of the Public Resources Code (California Environmental Quality
Act), as this is an existing facility, in accordance with the California Code of Regulations,
Title-14, Chapter 3, Section 15301.

The Board has notified ALRC and interested agencies and persons of its intent to amend the
o waste discharge requirements for the Azusa Land Reilamation Landfill and has provided them
f with an opportunity to submit their written views and recommendations.

~ The Board, in a public meeting on October 30, 1995, heard and considered all comments
pertinent to these amended requirements.

IT IS HEREBY ORDERED THAT Azusa Land Reclamation Company (ALRC), shall comply with
the following: ‘ : ‘ .

A DISCHARGE RESTRICTIONS:

1. ALRC may continue disposing MSW in the 80-acre unlined portion only, of Azusa
Landfill, until December 31, 1997, as an interim Class lll landfill pursuant to
Regional-Board Order No. 93-062.

2. As a condition for continuing disposal of MSW after December 31, 1997, ALRC
must demonstrate, to the satisfaction of the Regional Board, and including a public
hearing process, that the engineered alternatives are effective in controlling any
adverse impacts to ground water from Azusa Landfill. If, by December 31, 1997,

- the effectiveness of proposed engineered alternatives has not been demonstrated
to the satisfaction of the Regional Board, ALRC must immediately begin final
closure operations for the unlined 80-acre portion of the landfill.

3. Sections B and C of this Order shall remain in effect until the engineered
alternatives are acknowledged as effective by the Regional Board.

4, ALRC shall immediately commence installation of the engineered alternatives it
has proposed and which are summarized in Finding No. 17. By November 15,
1995, ALRC shall submit a schedule for the installation to be approved by the
Executive Officer.

B. ACCEPTABLE MATERIAL (Th'rough December 31, 1997)
1. Wastes disposed of at Azusa Landfill shall be limited to certain nonhazardous solid

wastes, inert solid wastes, dewatered sewage or water treatment sludge as
described in Section 2523(c) of Chapter| 15.

6
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2.

Nonhazardous solid waste means all putrescible and nonputrescible solid, semi- .
solid and liquid wastes, including garbage, trash, refuse, paper, rubbish, ashes,
industrial wastes, demolition and construction wastes, abandoned vehicles and
parts thereof, discarded home and industrial appliances, manure, vegetable or
animal solid and semi-solid wastes, and other discarded solid and semi-solid
wastes; provided that such wastes do not contain wastes which must be managed
as hazardous wastes, or wastes which contain soluble poliutants in concentrations
which -exceed applicable water quality object:ves or could cause degradation to
waters of the State. .

C. ACCEPTABLE MATERIAL (After December 31, 1997, if engineered alternatives not
acknowledged to be effective by the Regional Board)

- Wastes disposed of at this site shall be limited to inert wastes only (nonwater-soluble,
nondecomposable inert solids) such as:

NoobwnN =

uncontaminated soil

broken concrete

bricks

broken asphait

inert aggregate mining wastes

asbestos or asbestos products (restricted to disposal in the 22-acre lined portion)
shredded tires

D. PROHIBITIONS

1.

No hazardous wastes, designated wastes, or liquid wastes shall be deposited at
this waste management facility.

No nonhazardous solid wastes (decomposable organic refuse such as, but not
necessarily limited to, ordinary household and commercial refuse, tin cans, metals,
paper and paper products, plasterboard, cloth and .clothing, wood and wood
products, lawn clippings, sod, shrubbery, hair, hide, bones, dead animals, roofing
paper, tar paper, unquenched ashes mixed with refuse, market refuse, garbage,
etc.), shall be deposited at this waste management facility after December 31,
1997, if engineered alternatives are not acknowledged to be effective by the
Regional Board.

No materials of a toxic nature, such as insecticides, poisons, or radioactive
materials, shall be deposited at this waste management facility.

Wastes deposited at this waste management facility shall be confined thereto, and
shall not be permitted to enter drainage ditches or watercourses.
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5. Erosion of deposited materials by surfac

6.
nuisance.

7. ALRC shall notify the Regional Board v
discharged in violation of these requir
rem-ove_,%dwrelqgate at a legal waste mans

~.djscharged in violation of these requirements.
requirements, a legal point of disposal is
requirements have been established by

8.

Water Code.

9.

Order No. 95-151

ce flow shall be prevented.

Neither the discharge nor any treatment of wastes shall cause pollution or

vithin 24 hours of any wastes which are
ements. Within 72 hours, ALRC shall
anagement facility any wastes which are
For the purpose of these
defined as one for which waste discharge
California Regional water Quality Control

Board, and is in full compliance therewith. 4 , :

There shall bé no damage or nuisance to the community due to odors or
unsightliness, which result from unreasonable practices in the disposal of wastes
at this waste management facility, as defined in Section 13050(1) of the California

Neither the disposal nor handling of wast‘es at this waste managemeni facility shall

create nuisance or pollution, as defined
Code.

E. GROUND WATER PROTECTION STANDARD

o1

In accordance with Section 2552 of

in Section 13050 of the California Water

%

hapter 15, the following water quality |

protection standards are established for this waste management facility:

Parameter Maximum Value
Total dissolved solids mg 450
Sulfate mg 100
Chloride mg 100
Boron mg 0.5
Manganese mg/L 0.5

Water quality protéction standards may

be modified by the Regional Board based

on more recent or complete ground water monitoring data, changes in background
water quality, or for any other valid reason.




Waste Discharge Requirements Order No. 95-151
Azusa Land Reclamation Company :
Azusa Landfill

File No. §9-102

3.

1.

Water quality protection standards shall apply at compliance point(s) located along
all downgradient edges of the waste management facility.

ALRC shall comply with the attached Standard Provisions for Implementing
Subtitle D, for a detection monitoring program; in determining if a statistically
significant increase is observed for any Constituent of Concern (COC); in the
establishment of an evaluation monitoring program; and in the institution a
corrective actioh monitoring program.

The compliw_a:r_.mce‘ béﬁod for which the water quality protection standards are
applicable shall be the entire active life of the waste management facility, and
during the closure and postclosure maintenance periods. -

~F. - PROVISIONS FOR WATER QUALITY MONITORING

ALRC shall develop a workplan acceptable to the Executive Officer that describes
the locations and construction details of a ground water and landfill gas monitoring
network that will adequately detect any release to ground water from this waste
management facility. This workplan must be submitted to the Executive Officer 120
days after adoption of this Order, and must include the following:

a. A map depicting the locations of the ground water monitoring wells and gas
monitoring wells, and a rationale for their number and spatial distribution.

b. Drawings and data depicting construction details of the proposed ground
B water monitoring and gas monitoring network. These must include:

- casing, borehole diameters and method of drilling;

- casing materials to be used;

- depth of each hole;

- size, length, and position, of screen;

- nature and emplacement of filter pack and rationale for them;
- depth, composition and emplacement of seals; and

- method and timetable for well development.

This workplan shall also include a schedule for implementation.

ALRC shall use one of the statistical procedures contained in Title 23, California
Code of Regulations, Chapter 15, Subsection 2550.7(e)(8) to determine if there is
a statistically significant increase of any background indicator parameter defined
in the monitoring and reporting program. Upon approval of the Executive Officer,
alternative statistical procedures may be used.

9
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In the event that a statistically signifi

Order No. 95-151

nt increase of any background indicator

parameter is observed, ALRC shall establish an evaluation monitoring program in
accordance with Title 23, California Code of Regulations, Chapter 15, Subsection
2550.9, unless such a program has already been submitted.

If the evaluation monitoring program
significant increase in the background

;determines that there is a statistically

indicator parameters, then ALRC shall

institute a corrgctive action program in chordance with Title 23, California Code

. of Regulations, Chapter 15 Subsectlon

2550.10

ALRC. shall-develop a workplan acceptable to the Executive Officet. to evaluate

background water quality in the .vicinity

workplan shall contain design specificati
rationale for monitoring wells in accordan
The proposed monitoring wells will be
representative of water quality equivalen
occurring at the downgradient boundarie
workplan must be submitted to the Ex

ons, proposed locations, and supporting
ce with F1, above, or alternative methods.
used to obtain ground water samples
t to conditions anticipated to be naturally
s of the waste management facility. The
ecutive Officer within sixty (60) days of

of the waste management facility. The

adoption of this Order. The workplan shall also include a schedule for
implementation within 60 days after ap%ov‘al by the Executive Officer.

ALRC shall furnish, under penalty of perjury, technical or monitoring program
reports in accordance with Section 13267 of the CalifSrnia Water Code. Failure or
refusal to furnish these reports, or falsifying any information provided therein,
renders ALRC guilty of a misdemeanor and subject to the penalties stated in
Section 13268 of the California Water Code. Monitoring reports shall be submitted
in accordance with the specifications contained in the "Monitoring and Reporting

Program" approved by the Executive
Program is subject to periodic revisions

The effectiveness of all monitoring wells,

fficer. This Monitoring and Reporting
as warranted.

monitoring devices, and leachate and gas

collection systems shall be maintained for the active life of this site and during the

closure and postclosure maintenance

periods. If any of these wells and/or

monitoring devices are damaged, destroyed, or abandoned for any reason, ALRC

shall provide substitutes to meet the mo

nitoring requirements of this Order.

ALRC shall ensure that all of the monitoring wells and/or p'i'ezometers are in proper

operating order at all times. ALRC shall
Maintenance Program" approved by t
program should include a minimum of
integrity, pump removal and inspect

maintain a "Monitoring Well Preventative
he Executive Officer. Elements of the
periodic visual inspections- of the well
on, etc., plus appropriate inspection

frequencies. If a well or piezometer is found to be inoperative, the Regional Board

10
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10.

and other interested agencies shall be so informed in writing within 7 days after
such discovery, and this notification shall contain a time schedule for returning the
well or piezometer to operating order. Changes to the existing program shall be
submitted for Executive Officer approval at least 30 days prior to implementing the
change(s). :

If a well or pieZometer is proposed to replace an inoperative well or piezometer
identified in the "Well Preventative Maintenance Program”, ALRC shall not delay
replacement while waiting for Executive Officer approval. However, the technical
report destribing the location and construction details, in accordance with F1,
above, shall be submitted to the Executive Officer within 30 days.

ALRC shall provide for the proper handling and disposal of water purged from the
monitoring wells during sampling. Water pumped from the wells shall not be
returned to that well (or any other well), nor shall it be used for dust control or
irrigation without waste discharge requirements.

G. REQUIREMENTS FOR DISPOSAL SITE OPERATIONS

1.

All Federal, State, County and City sanitary health codes, rules, regulations and
ordinances pgrtinent to the disposal of wastes on land shall be complied with in
the operation and maintenance of this waste management facility.

The periodic load-checking-program shall continue to be implemented to prevent
the disposal of hazardous wastes, designated wastes, or other unacceptable

 .wastes.

All wastes shall be adequately covered at the end of the operating day in
accordance with Section 2544 of Chapter 15. Interim cover is defined as daily
cover and intermediate cover by Title 14, California Code of Regulations. Interim
cover placed over wastes discharged to this waste management facility shall be
designed and constructed to minimize percolation of precipitation through wastes
and contact with material deposited. To this end, ponding of liquids over deposited

wastes is prohibited. Other measures shall be taken as necessary, to prevent a

condition of nuisance from fly breeding, rodent harborage, and other vector-related
activities. ‘

Alternative daily cover may be used at the waste management facility with

approval of the Regional Board's Executive Officer and with the concurrence of the
California Integrated Waste Management Board and other regulating agencies.

11
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10.

11.

The migration ‘of gases from the waste management facility shall be controlled as
necessary to prevent water pollution,-nujsance, or health hazards.

waste management -facility shall not be returned to the site. Any proposed
modifications or expansions to this system shall be designed to allow the

Gas cdfidefisate gathered from the gas monitoring and collection system at this
collection,"testing and treatment, or disposal-by approved-methods, of all gas

- condensate produced at the waste man gement facility.

ALRC shall intercept, remove, and dlSp se of any liquid detected in the leachate
collection and removal system (LCRS) a th:s waste management facility to a legal
point of disposal.

any precipitation or tributary runoff and prevent ponding and percolation of water
at the waste management facility in compliance with Section 2546 of Chapter 15.
When necessary, temporary structures shall be installed as necessary to comply

Permanent drainage controls, structuresﬁand facilities shall be designed to divert
with this requigement. ‘

of precipitation and to prevent ponding of liquids and surface water. Erosion or

The waste management facility shall be graded and maintained to promote runoff
washout of refuse or cover materials by surface flow shall be prevented.

No wastewater or storm water shall leave this site except as permitted by a
National Pollutant Discharge Elimination System (NPDES) permit issued in
accordance with the Federal Clean Water Act and the California Code of
Regulations.

Any abandoned wells or boreholes under the control of the site owner or operator,
and situated within site boundaries, must be located and properly modified or
sealed to prevent mixing of any waters between adjacent water-bearing zones. A
notice of intent to decommission a well must be filed with the appropriate
regulatory agencies prior to decommissioning. Procedures used to decommission
these wells, or to modify wells still in use, must conform to the specifications of the
local health department or other applicable agencies.
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12.

H.  PROVISIONS

1.

- 3.

The Regional Board shall be notified of any incident resulting from site operations
that may endanger health or the environment by telephone within 24 hours, and
in writing within 7 days. The written notification shall fully describe the
incident,including time of occurrence and duration of the incident, a description of
the type of, time of, and duration of corrective measures, when correction will be
complete (if the endangerment is continual), and the steps taken or planned to
reduce or prevent recurrence.

-
L T

Within 80 days of the adoption of this Order, ALRC shall submit a master plan, in
a format acceptable to the Executive Officer, which includes a description of the
long-term uses of the entire 302-acre landfill -site for solid waste disposal,
treatment, and recycling.

Within 90 days of the adoption of this Order, ALRC shall submit a technical report
acceptable to the Executive Officer on the effectiveness of the enhanced gas and
liquid extraction systems. The report shall include detailed data and shall propose,
if appropriate, modifications to the location and numbers of gas and/or liquid
extraction wells in order to achieve the earliest practicable containment and control
of gas and/or liquid leakage from the landfill.

ALRC shall comply with all applicable provisions, requirements, and procedures

contained in Standard Provisions for Implementing Subtitle D, included as part of
this Order, and any amendments, to the extent that the Standard Provisions are
more stringent than applicable Chapter 15 requirements, as authorized by Section

2510 of Chapter 15, and State Board Resolution 93-62.

This Regional Board considers ALRC to have a continuing responsibility for
correcting any problems which may arise in the future as a result of this waste
discharge, and from gases and leachate that may be caused by precipitation or
infiltration of drainage waters into the waste disposal areas, or by infiltration of
water applied to this property during subsequent use of the land for other
purposes.

The requirements do not exempt ALRC from compliance with any current or future
law which may be applicable. The requirements are not a permit; they do not
legalize this waste management facility, and they leave unaffected any further
restraints on the disposal of wastes at this waste management facility which may
be contained in other statues.

13
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6.

" 10.

1.

12.

ALRC shall take any and all necessary m¢

Order No. 95-151

easures to prevent unauthorized disposal

of wastes at this waste management facility by instituting a waste-load-checking
program. The waste-load-checking program shall include inspection of haul trucks

as they are being loaded for transport
program must be submitted to the Exec
after adoption of this Order.

ALRC shall maintain a copy of this Orde
to be available at all times to personnel
ALRC shall file with this Regional Boa

proposed change in the character, locat
discharge at least 120 days prior to the

to the landfill. A workplan outlining this
utive Officer for approval within 90 days

- at the waste management facility so as
operating the site.

rd a report of any material change or
on, boundaries or quantity of this waste
date of such proposed change.

In the event of any change in name of operator, or in control or ownership of land

or waste management facility facilities o
7 days shall:

a. Notify this Regional Board in writ

ned or controlled by ALRC, ALRC within

ng of such a change; and

b. Notify the succeeding owner or operator by letter, a copy of which shall be

filed with this Regional Board, of

the existence of this Order.

This Regional Board considers the property owner to have continuing responsibility

for correcting any problems which may a
discharge or water applied to this waste
use of the land for other purposes.

These requirements do not exempt the o
from compliance with any other laws, r

rise in the future as a result of this waste
management facility during subsequent

perator of this waste management facility
gulations, or ordinances which may be

applicable; they do not legalize this waste management facility, and they leave
unaffected any further constraint on the disposal of wastes at this waste
management facility which may be contained in other statutes or required by other

agencies.

In accordance with the California Water

ode, ALRC shali furnish, under penalty

of perjury, technical monitoring program reports; such reports shall be submitted

in accordance with specifications prep

red by the Executive Officer, and are

subject to periodic revisions as may be warranted.
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Waste Discharge Requirements Order No. 95-151
Azusa Land Reclamation Company

Azusa Landfill

File No. 59-102

13.  According to Section 13263 of the California Water Code, these requirements are
subject to periodic review and revision by this Regional Board.

14. Resolution No. 60-22, adopted by the Regional Board on February 11, 1960, and
Order No. 86-59, adopted by this Regional Board on July 28, 1986, are hereby

e ¢

rescinded.”.”

- e

‘I, Robert P. Ghirelli, Executive Officer, do héreby certify that the foregoing is a full, true, and

correct copy of an Order adopted by the California Regional Water Quality Control Board, Los
Angeles Region on October 30, 1995.

Lhe st P Ll 00,

ROBERT P. GHIRELLI, D.Env.
Executive Officer

\RHN®
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CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
LOS ANGELES REGION

MONITORING AND REPORTING PROGRAM NO. 2567
FOR
AZUSA LAND RECLAMATION COMPANY

(File No. 59-102)

Azusa Land Reclamation Company (ALRC) shall implement this Monitoring and Reporting

- Program beginning in th& first. q'uarter immediately following the adoption of these Waste
~ Discharge Requ;rements C *

1. MONITORING
A.  VADOSE ZONE GAS MONITORING

The vadose zone gas monitoring system shall consist of a network of organic vapor probes for
leak detection of landfill gas, and shall be installed around the perimeter of the waste

. management unit.

1. Provisions and General Requirements

The vadose zone gas monitoring program must be carried out during the active life
of this waste management facility, during closure and postclosure maintenance,

and during any interim periods when no wastes are deposned at the waste
management facility. '

2. -Vadose Zone Gas Monitoring Network

ALRC shall submit data from all existing and future monitoring vadose zone gas
monitoring probes.

B. GROUND WATER MONITORING
1. Proévisions and General Requirements

a. For the purposes of this Program, the terms "Monitoring Well", "Extraction
Well", "Observation Well", "Piezometer”, and "Sump" are synonymous.

b. The ground water monitoring program must be carried out during the active
life of this waste management facility, during the closure and postclosure
maintenance, and_during any interim periods when no wastes are
deposited at the waste management facility. »

T-1




Azusa Land Reclamation Company

Azusa Landfill

Momtormg & Reporting Program No. 2567

C.

Order No. 95-151

‘Analytical results for ground wat r monitoring shall be submitted with the

corresponding monthly waste disposal report. If a well was not sampled (or
measured) during the reporting period, the reason for the omission shall be
given. If no fluid was detected in a monitoring well, a statement to that
effect (in lieu of analyses) shall be submitted.

Monthly observations and measurements of the static water levels shall be

- made-on-all-monitoring wells, and records of such observations shall be

submltted with the monthly reports. All monitoring wells shall be sounded
each September to determine total depth. Wells affected by pumping shall
be measured prior to pumping insofar as is possible. ~

Duplicate samples shall be taken for all metals analyses. Unfiltered
samples shall be tested for total metals, and field-filtered samples (.45
microns) shall be tested for dissolved metals. Both samples must be
preserved with nitric acid; however, care shall be taken that the dissolved
metals samples are not exposed‘ to acids until after filtering.

No filtering of samples taken f‘br volatile organic compounds (VOC's)
analyses shall be permitted.

The velocity and direction of | ground water flow under the waste
management facility shall be determined quarterly for the first year and
every third quarter thereafter. In the case where this cannot be determined
with meaningful results, a statement to the nature of the ground water flow
and general flow characteristic Wlll suffice. ("Third" means the July-to-
September quarter.)

Pumping data regarding fiuid pkmped from each well, including Ilqu1d
extraction wells, (other than for analytical samples) shall be reported to the
Regional Board each month in thé monthly waste disposal report and shall
include: ‘

1. Date and quantity of ﬂundw pumped and the method of disposal or
reuse purpose, if reused. \

2. If no ﬂuud was pumped d nng the month from any monitoring well,
or liquid extraction well a statement to that effect shall be
submitted.




Azusa Land Reclamation Company
Azusa Landfill
Monitoring & Reporting Program No. 2567

2.

Monitoring Well Network

Representative ground water samples sh
monitoring wells. ALRC may monitor an
choose.

a.  ExistingWells: ALR-1, ALR-2, A

e e e
- ‘-‘h‘!:’; o

b.  Any future wells instailed at the 1

Sampling an"d‘QAnalyses

a. Routine quarterly sampling and
parameters:

Parameters

leﬂ

Electrical conductivity
BOD, 20°C

COD

Total dissolved solids (TD
Boron

Alkalinity!™

Ammonia (as N)
Bicarbonate (HCO,)
Calcium

Chloride -

Iron (total and dissolved)
Total hardness (as CaCO
002[11

Fluoride,

Sulfate

Sodium

Potassium

Nitrate (as N)

Total organic carbon
Total organic halogens

{1] Although field determination is the
presence of dissolved carbon dioxide, p
elapsed time between sampling and testi

T-3

Order No. 95-151

all be obtained from at least the following
d submit data from other wells if they so

R-3, ALR-4, ALR-6, ALR-8, ALR-9, ALR-

equest of the Execttive Officer.

analyses shall consist of the following

Units

pH Units
pmhos/cm
mg/L
mg/L
S) mg/L
mg/L
mg/L
mg/L
mg/L
mg/L
mg/L
mg/L
) mg/L
mg/L
mg/L
mg/L
mg/L
mg/L
mg/L
mg/L
pglL

preferred procedure for pH determination in the
H may be determined in the laboratory if the total
ng is less than 6 hours, and the sample is properly




Azusa Land Reclamation Company Order No. 95-151
Azusa Landfill
Monitoring & Reporting Program No. 2567

sealed during transit. Each report shall certify that these conditions were met if Iaboratory
determination of these parameters was done in lieu of field determination.

b. Routine quarterly sampling and analyses shall consist of the Constituents
of Concern (COCs) submitted pursuant to the attached "Standard
Provisions for Implementing Subtitle D," and any revisions thereto.

Il. REPORTING

y S el T e . e .

A.  GENERAL REPORTING REQUIREMENTS

1. The technical reports submitted to the Regional Board shall be prepared under the
direct supervision of a' California-Registered Geologist or Civit Englneer or a
Callfornla-Cemf' ed Engineering Geologist.

2. ALRC shall implément this Monitoring and Reporting Program immediately after
the adoption of Order No. 95-XXX. Monitoring reports shall be submitted to the
Regional Board monthly, due 45 days from the last day of the month of the
monitoring period. Subsequent to receipt of any reports required by Order No. 95-
XXX, this Monitoring and Reporting Program shall be revised accordingly.

3. ALRC shall submit all monitoring data in hard copy form and also on computer
diskette. The monitoring data submitted on diskette should be in ASCII format,
and presented in a cumulative, updated form with each submittal. Monitoring data
submitted in hard copy form should be in discrete, noncumulative form.

" 4, All chemical, bacteriological, and toxicity analyses shall be conducted at a
laboratory- certified for such analyses by the State Department of Health Services
Environmental Laboratory Accreditation Program, or approved by the Executive
Officer. Laboratory analyses must follow methods approved by the United States
Environmental Protection Agency, and the laboratory must meet EPA Quality
Assurance/Quality Control criteria.

5. For any analyses performed for which no procedures are specified in the EPA
guidelines or in this Monitoring Program, the constituent or parameter analyzed,
and the method or procedure used, must be specified in the report.

6. ALRC may submit additional data to the Regional Board not required by this
program in order to simplify reporting to other regulatory agencies.

7. Quarterly monitoring shall be performed during the months of March, June,

September and December. Annual monitoring shall be performed during the
month of September. In the event monitoring is not performed as above because

T-4




Azusa Land Reclamation Company Order No. 95-151

Azusa Landfill
Monitoring & Reporting Program No. 2567 t

10.

11.

12.

13.

14.

of unforeseen circumstances, substitute rtnonitoring shall be performed as soon as
possible after these times, and the reasén for the delay shall also be given.

This Monitoring and Reporting Program mcludes the attached "General Monitoring
and Reporting Provisions". If there is any conflict between provisions stated herein
and the "General Monitoring and Reportung Provisions", these provisions stated
hereln will prevall ‘

..... . |

Where the unlts for a parameter are listed as pg/L (ppb) suitable analytical
techniques'shall be used to achieve this precision. All method detection limits shall
be below the current Maximum Contaminant Levels (MCLs) promuigated by the
California Department of Health Services, or the minimum limit of detection
specified in EPA Methods or Appendlk A, 40 CFR 136, if the MCL is not

achievable. i
Analytical data reported as "less than .. ishall be reported as less than a numeric
value, or below the limit of detection for tAat particular analytical method (also give
the limit of detectlon)

All analytical samples obtained for this P‘rogram shall be grab samples.

If ALRC performs analyses for any paramjater more frequently than required by this
Program using approved analytical methods, the results of those analyses shall be
included in the monitoring report. |

|
ALRC shall retain records of all monitonné information, including all calibration and
maintenance records regarding monitoring instrumentation, and copies of all data _
submitted to regulatory agencies.for a period of at least five years. This penod
may be extended by request of the Regional Board at any time, and shall be
extended during the course of any unresolved litigation regarding all or any part
of the entire waste management facility. |-

Records of monitoring information shall iiﬂclude:
|
The date, exact place, procedure, and time of sampling or measurement;
The individual(s) who performed the sampling or measurement:
The date(s) analyses were performed on the samples:
The individual(s) who performed the analyses;
The analytical techniques or methods used; and
The results of the analyses or measurements.

X NN L




Azusa Land Reclamation Company Order No. 95-151

Azusa Landfill
Monitoring & Reporting Program No. 2567

15.

16.

B.}_W&IEJEEQQALBEEQBILNQ_BEMBEMENIS

ALRC shall comply with the "Standard Provisions Implementing Subtitle D"
(Standard Provisions) in determining and reporting if a statistically significant
increase is observed for any COC.

For any monitored waste parameter which is listed as such by the EPA or by the
State of California, ALRG shall compare such data to the most stringent allowable
concenfrations under all existing Federal and State regulat_ions.

ALRC shali dbmply with the "Standard Provisions for Implementing Subtitle D"in_
establishing an evaluation monitoring program and a corrective action program,
should & statistically significant increase be observed for any COC.

The first report to the Regional Board shall include a map of the site, and shall
indicate the area(s) where disposal is taking place or will begin. This map shall be
updated monthly, and summarized and submitted with the annual report due
March 1. ‘

Regional Board each quarter::

a. A tabular list of the estimated average monthly quantities (in cubic yards
' and tons) and types of materials|deposited each month.
b. An estimate of the remaining capacity (in cubic yards and tons), and the
remaining life of the site in years and months.

A waste disposal report containing the flllowing information shall be filed with this

c. A certification that all wastes deposited were deposited in compliance with
the Regional Board's requirements, and that no wastes were deposited
outside of the boundaries of the waste management area as specified in

the Regional Board's requirements.
’ |

d. The estimated amount of water used at the waste management unit for
dust control etc., during the month. (If a source other than drinking water
is used, the sources and amounts of water from each source shall also be
reported.)

e. Quantities of liquid pumped from the leachate monitoring sumps and/or

extraction wells, including datesLof removal, and the ultimate point of
disposal, if other than an onsite leachate treatment plant. If no liquid was

T-6
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Azusa Landfill

Monitoring & Reporting Program No. 2567

detected or pumped during the reportmg period, a statement to that effect
shall be submitted.

3. ALRC éhall report all unacceptable (to this site) wastes inadvertently received at
this site and their disposition. The following details shall be included:

The 'soufce (if knczwn) including the hauler of the unacceptable wastes
and date recelved and/or discovered. :

ld»entnﬁ\catuon of waste (if known) and the amount of waste.
The name and address of the hauler who removed the waste from this site.
The ultimate point of disposal for the waste.

ALRC's actions to prevent recurrence of the attempted depositing of
unacceptable wastes by this source or individual (if applicable).

If no unacceptable wastes were received (or discovered) dunng the month,
the report shall so state.

C.  QUARTERLY REPORTS

Monitoring reports shall be submitted to the Regional Board on a quarterly
basis, by the forty-fifth day following the end of the quarter as shown in the
following schedule; :

R ting Period
January - March May 15

April - June : August 15
July - September November 15
October - December February 15

Quarterly monitoring reports shall contain the following:

1. results of vadose zone gas monitoring and ground water
monitoring; X
2. statement signed by a responsible official representing ALRC

stating that all wastes were deposited in accordance with the
requirements and provisions of Order 95-XXX. All other signed
statements required by Order No. 85-XXX shall also be included.

T-7
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D. ANNUAL REPORTS

Annual summary reports shall be submitted by April 15 of each year. Tabular and
graphical summaries of data obtained during the previous four quarterly monitoring periods
must be included.

The mdnitoring mpﬁhégr_equﬁire‘d by this Program shall be submitted to:

California Regional Water Quality Control Board,
» Los Angeles Region
101 Centre Plaza Drive
Monterey Park, CA 91754-2156
ATTN: Technical Support Unit

These records and reports are public documents and shall be made available for
inspection during business hours at the office of the California Regional Water Quality
Board, Los Angeles Region.

Each repdrt shall contain the following completed declaration:

"I declare under penalty of perjury that the foregoing is true and correct.”

. Executed on the day of

at

(Signature)
(Title)

Ordered by:

Dbt P L0,

ROBERT P. GHIRELLI, D.Env.
Executive Officer

October 30, 1995
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